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THERE WILL BE NO CHANGES IN SPECIFICATION, DIMENSIONS, OR MATERIALS

UNLESS APPROVED BY THE ENGINEER RESPONSIBLE FOR THIS DRAWING.

THE DRAWINGS ARE PREPARED COOPERATIVELY BY THE NATURAL

RESOURCE CONSERVATION SERVICE FOR THE NAMED LANDOWNER.

CONSTRUCTION FOUND NOT IN ACCORDANCE WITH THESE DRAWINGS AND

SPECIFICATIONS SHALL VIOLATE THE COOPERATIVE  AGREEMENT AND ALL

DRAWINGS, SPECIFICATIONS, AND QUANTITIES ESTIMATE SHALL

IMMEDIATELY BE RETURNED TO THE LOCAL NRCS OFFICE.

MATERIALS LIST

ALL EXCAVATION AND METHODS OF CONSTRUCTION SHALL BE

      IN ACCORDANCE WITH THE MARYLAND OCCUPATIONAL

      SAFETY AND HEALTH ADMINISTRATION (MOSHA) STANDARDS

      AS SET FORTH IN THE LATEST VERSION OF THE CODE OF

      MARYLAND REGULATIONS

SAFETY REGULATIONS

LANDOWNER
313 - WASTE STORAGE FACILITY

561 - HEAVY USE AREA

(DISTRICT soil conservation district)
CONSTRUCTION NOTIFICATION

The Contractor/Owner is to notify the                                 SOIL

CONSERVATION DISTRICT at least 72 hours prior to

construction to facilitate any scheduling, layout, or preliminary

mobilization necessary to ensure proper construction

inspection to enable appropriate certification of the project.

It is the Landowner's responsibility to obtain all County, State,

and Federal permits that may be needed, and to maintain this

structure and related regulations.

DISTRICT

SITE

DESIGN NOTE:

A site-specific design, in addition to the pre-qualified

drawing is required. The site-specific design shall include

a location map, plan view, dimensions, soil conditions,

high water table, drainage components, and construction

specifications needed to complete the project.

PROJECT MEETS NRCS STANDARDS AND SPECIFICATIONS

SIGNATURE                        DATE

AS-BUILT STATEMENT

INSPECTED BY

CONSTRUCTION APPROVAL

VERIFIED DISTRICT

CONSERVATIONIST

SIGNATURE                        DATE

SIGNATURE                        DATE

GENERAL NOTES:

 PLEASE CONTACT THE DISTRICT SOIL CONSERVATION DISTRICT  AT

LEAST 3 DAYS PRIOR TO CONSTRUCTION TO ARRANGE A

PRE-CONSTRUCTION MEETING @ PHONE #

 A CONSERVATION TECHNICIAN SHALL VERIFY CUT/GRADE STAKES AT

THE CONTRACTORS REQUEST

OWNER/CONTRACTOR STATEMENT

I CERTIFY THAT THIS DESIGN HAS BEEN

EXPLAINED TO ME BY A REPRESENTATIVE OF

THE ______________________ SOIL

CONSERVATION DISTRICT, AND I UNDERSTAND

THE CONTENTS, ALL CONSTRUCTION WILL BE

DONE ACCORDING TO THESE PLANS AND

SPECIFICATIONS, I FURTHER UNDERSTAND

THAT ALL CONSTRUCTION WILL BE UNDER THE

INSPECTION OF THIS OFFICE.

OWNER'S SIGNATURE                      DATE

CONTRACTOR'S SIGNATURE           DATE

DISTRICT

DANGER

SIGN REQUIRED FOR BEEF, POULTRY AND

HORSE DRY STACKING STRUCTURES.

PLACE ONE SIGN AT EACH

ENTRANCE/ACCESS POINT.



PLAN VIEW

TOTAL AREA

LANDOWNER

TRACT

PRACTICE(S)

AREA 1 AREA 2 AREA 3

MATERIALS/RATE

AMOUNT

PLANNED

AMOUNT

PLANNED

AMOUNT

PLANNED

AMOUNT

APPLIED

AMOUNT

APPLIED

FERTILIZER 10-20-20

500LBS/AC

AMOUNT

APPLIED

LIME - 2TONS/AC

DOLOMITIC

SEED MIXTURE

(SEE BELOW)

MULCH

2 TONS/AC

ENTER KINDS AND AMOUNT OF SEED BELOW NOTE: INOCULATE ALL LEGUMES

NRCS SEED MIX #

DISK ALL DISTURBED AREAS TO A DEPTH OF 4-6"

CULTIPACK AFTER SEEDING

SEEDING DATES

AREA 1

NRCS SEED MIX # NRCS SEED MIX #

AREA 2 AREA 3

PLAN APPROVED BY: CHECKED FOR TECHNICAL COMPLANCE BY:

TITLE DATE TITLE DATE

UNITED STATES

DEPARTMENT OF

AGRICULTURE

NATURAL RESOURCES CONSERVATION SERVICE

MARYLAND

ISSUE DATE:

DRAWING NO.

7/2014

S-1.0

SEEDING

PLAN VIEW

NOT TO SCALE
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2"x6"x3' NAILER AT EACH CORNER

(SEE DETAIL C)

SEE DETAIL C

P.P.T. POST

POST 4'-0" O.C.
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NOTE: ALL TRUSS SPANS SHALL BE SPECIFIED 1'-4" LONGER

THAN INSIDE POST MEASUREMENT

2"x8" PLANKING W/ 2-16D (3PDN 3

1

4

"

LONG) NAILS AT EACH POST

2

1

MIN

BACKFILL
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3'-0"

12" COMPACTED BASE

(SC,SC-SM,GC,GC-GM)

8"x8"x7' P.P.T. POST, 4'-0" O.C.

APPROVED FILTER FABRIC

NOTE: THE END WALL MAY BE ELIMINATED

TO FACILITATE LOADING AND UNLOADING

AS DETERMINED BY THE ENGINEER

NOTE: LANDOWNERS THAT ELECT TO ENCLOSE

THE BACK WALL MUST BEAR THE EXPENSE.  BACK

WALLS ARE NOT ATTACHED TO THE STRUCTURE .

SECTION

NOT TO SCALE

B-B

DETAIL C

NOT TO SCALE

6"x6" OR 8"x8"

SAME AS

SIDEWALL

2"x6"x3' NAILER

A 6"x6"x7' OR 8"x8"x7' POST MAY BE

SUBSTITUTED FOR THE NAILER

8"x8"x7' P.P.T. PUSH WALL POST

2"x8" PLANKING

DESIGN NOTE:

A SITE-SPECIFIC DESIGN IS REQUIRED AND SHALL INCLUDE A LOCATION MAP,

PLAN VIEW, DIMENSIONS, SOIL CONDITIONS, HIGH WATER TABLE, DRAINAGE

COMPONENTS, AND CONSTRUCTION SPECIFICATIONS NEEDED TO COMPLETE

THE PROJECT.

ROOFING CONSTRUCTION NOTE:

ROOFING MATERIAL MUST BE STORED PROPERLY IN ACCORDANCE WITH THE MANUFACTURER'S

RECOMMENDATIONS. ROOFING MATERIAL MUST BE COVERED IF IT IS STORED OUTSIDE TO PREVENT

PREMATURE DETERIORATION.

WHEN THE STRUCTURE IS USED FOR ANIMAL CONFINEMENT, INSTALL 

1

4

 INCH THICK EXTRUDED POLYSTYRENE

FOAM INSULATION BENEATH HE ENTIRE ROOF AND BETWEEN THE ROOFING AND THE WOOD FRAMING AND

INSTALL A RIDGE VENT SPECIFICALLY DESIGNED FOR ANIMAL CONFINEMENT STRUCTURES. GALVALUME IS NOT

PERMITTED FOR ANIMAL CONFINEMENT STRUCTURES.

ALUMINUM ROOFING MAY BE USED IN LIEU OF STEEL.  ROOF SHALL BE DESIGNED CONSIDERING EXPANSION

AND CONTRACTION AND COMPATIBILITY WITH OTHER METALS. THE ALUMINUM ROOFING SHALL HAVE A

MINIMUM THICKNESS OF 0.018 INCHES AND A MAXIMUM SHEET LENGTH OF 16 FEET.   JOINTS SHALL HAVE

SUFFICIENT OVERLAP AND FASTENED WITH STAINLESS STEEL SCREWS.  THE FASTENER HOLES SHALL BE

DRILLED AND SLOTTED AND NEOPRENE WASHERS USED.

1

1

ROOF MATERIAL SHALL BE MINIMUM 29 GAGE GALVALUME OR

GALVANIZED (G90 OR BETTER)

3-10d (4 PDN 3"

LONG) NAILS

PREAPPROVED TRUSS (DESIGNED BY OTHERS, SEE NOTES)

2"x4" PURLINS, 2'-0" O.C. W/2 -10d (3PD 3"

LONG) NAILS AT EACH TRUSS

20" MIN

2-16d (3 PDN 3 

1

4

" LONG) NAILS

18 GAUGE STEEL FRAMING ANCHOR W/ 920LB WIND

RESISTANCE (DESIGNED BY OTHERS, SEE NOTES)

2"x6" GIRT W/ 4-16d (6 PDN 3 

1

4

" LONG)

NAILS AT EACH POST

18" OF VENTILATION SPACE MUST BE PROVIDED

POST SHALL BE NOTCHED 2" AT THE TOP TO

PROVIDE BEARING SURFACE FOR THE TRUSS

P.P.T. POST, 4'-0" O.C.

3/4"x4'x8' EXT C-C STRUCTURAL l PLYWOOD WITH

8d (1 PDN 3 

1

4

" LONG) NAILS EVERY 8" ALONG

EACH PLYWOOD SIDE

3
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"
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2"x6" KNEE BRACE

4 - 20d (8 PDN 3 

1

4

" LONG) NAILS

30' TO 40' WIDTHS   6"x6" POST = 12'-6" MAXIMUM HEIGHT

                                 8"x8" POST = 20'-6" MAXIMUM HEIGHT

50' WIDTH 8"x8" POST ONLY = 16' MAXIMUM HEIGHT

1"x12" AT 45°+ ANGLE

BETWEEN EACH POST

NOTE: PURLINS WITH SHEET METAL ROOFING AS SHOWN ABOVE

MAY BE USED IN LIEU OF PLYWOOD FOR BOTH SIDES. PAINTED

METAL OR HEAVY DUTY FIBERGLASS MAY BE RUN HORIZONTAL

WITHOUT PURLINS.

2"x4" NAILER ON EACH POST

2"x8" P.P.T. PLANKING W/ 2 -

16d (3 PDN 3" LONG) NAILS

AT EACH POST

3
'
-
0
"

1'-0"

POSITIVE DRAINAGE AWAY FROM BUILDING

APPROVED FILTER FABRIC

12" COMPACTED BASE

(SC,SC-SM,GC,GC-GM)
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18" MIN

1

2

"x14" STEEL ROD

(REQUIRED)

SECTION

NOT TO SCALE

A-A

CONCRETE TO BE WET MIX


